








Connect the main cable V2.0 to the Vehicle Data
Connector on the VCI unit, and tighten the thumb screws.
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Power up the tablet. Ensure the tablet has a charged
battery or is connected to the supplied DC power supply.
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H When the VCI device is properly connected to the vehicle
and the tablet, the VCI status button on the bottom tool bar

of the screen shows a green badge, indicating the platform
is ready to start vehicle diagnosis.

J

Connect the cable’s 16-pin adapter to the vehicle’s DLC,
which is generally located under the vehicle dash.
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tablet with the VCI device and establish a communication
link. Use only the USB cable connection when programming.

E Select from Bluetooth, Wi-Fi or USB cable V2 to connect the
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Thank you for purchasing this AUTEL MaxiCOM Ultra Lite. Autel manufactures its tools to the highest standards. If properly maintained and
used according to instructions, the Ultra Lite will provide years of trouble-free use.



RELEASELEVEL: &PROI_RELEASE
MODEL NAME

FILENAME:

[EEE ' REV | P0STION | DATE DESCRIPTION
it
g, #1E
EVITEL, iR ARAT o e~
DIM Sheemel Mechinng AutelIntelligent Technolog Corp Ltd. HEL?E g |
0-6 010 005 -
. 1l N DWG NO.
6~30 015 oo e G DLDL Joers 210x285 mm
3020 o o AT N AUT62060789
120~300 035 020 PARTNO
300-600 050 025 STAD: MASS(Kg) REV
boo-i200 [ 060 [o30 o, PR [sows 500006633
>1200 050 - e N
NG M?{ = PROJ '@'6 weer 1 or 1 pooer Ultra Lite  |™™ 120g 14K
5 | 6 | 7 8




